® Qualipak-B

The Qualipak 750 is a highly-sensitive,
non-destructive seal integrity and leak testing
system with the capability to test a wide
selection of bottles and canisters in the food,
medical and pharmaceutical industries.
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Using the sealed component method of
testing, the Qualipak 750 measures the
atmosphere that escapes through the

seal or container generated by placing

the container in a chamber under vacuum.
The Qualipak 750's reliable and easy to
use instrument offer unique and dependable
solutions to flexible packaging testing.

Qualipak 750 Saries

Mon-Dastructiva

Saves the cost of destroying good containers and allows
for the contents of defective containers to be recycled.

Decignad for the Manufacturing Environmant
Reduces the nead to transfer containers to a spacial
test area.

Eaea of Use
Tests can be performed by packaging machine operatore,
rather than specialist personnel.

Objective and Quantifiable Measuramant
Mo operator inte rpretation required.

Valuabla Test Data

For Packaging Devaelopment

The sealing and kak tightness characteristics of materials
when formed into bottes and canisters can be assessad

from the data collection. Valuable production time can be

saved by optimizing sealing machine settings when mate-

rial supplies or specifications change.

For Process Monitoring

Packaga quality and productivity can be improvad by anz-
Iyzing the Qualipak 750 test data. Trends can be identified
and actad upon whare necessary to maintain efficient pro-
duction. ReaHime monitoring with ordine statistical displays
or archiving for further analysis are both possibla.

Specificatone

Modal Cualipak-B 750 Series

Dascription Mon-destructiva, cost effactiva bottle
and canistar intagrity testar

Detectable 10 microns

Hola Siza [Dependant on the container size)

Resoluton 0001

Teet Capacity [Intarnal Diametar)

Bualipak 751 4.5 inches

Communication Red and green pass Aail indicators,
Printer port, RS2322 port, Edamal
I/0 port, large touch screen display,

[optional PCMCIA card slot].

B programs internal, Expandable
ugsing the PCMCIA card slot.

116 VAC, B0 Hz. additionally
45-B5 Hz and 90-240 vAaAC
sources. BExtarnal vacuum sourca.

Programs

Reguiramante

Manufacturing To IS0 80072000
Srtandarde Cartified to CE requirements
Dptions Leak Master — To confirm the

performance and consistency of

the instrument, the leak master
simulates a standard leak appropriate
to the application

Vacuum Supplies - Pumps and
venture pumps are available to suit
all Qualipak 750 equipment.

Data Collection and Program Storage

Custom chambers are also available.

Due to a program of continuous developmernt,
gpacifications may be changed without notice.
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